
� Schrank mit Sonnen-

schutz

� Befüllung aus 

Container

� Reservebehälter

� Außenaufstellung

Kunde �

Anlage �

Steuerung �

Optionen �

Bemerkungen �

Odorieranlagen
• Erdgas 

• Flüssiggas 

• technische Gase

Odorieranlage im Schrank mit Dach als Sonnenschutz

Transgas Portugal

• Membrandosierpumpe mit Magnetantrieb

• Reservebehälter 350 l Inhalt

• Meßbürette zur Kalibrierung der Dosierpumpe

• Schwimmerschalter zur Signalisierung der Reserve

• Aktivkohlefilter in der Abluftleitung

• Spüleinrichtung zur Reinigung der Dosierpumpe vor Wartungsarbeiten

• Elektrische Vakuumpumpe zum Anfahren und Befüllen aus dem Container

• Schrank aus Edelstahl mit abschließbaren Türen, Leckagewanne und Leckagesensor

• Sonnenschutz aus Edelstahl für den Schrank und den Container

• Odoriermittel-Container 2000 l Inhalt

• Kleinstmengenmesser in der Odoriermittelleitung zur Überwachung der Pumpenfunktion

• Anlage funktionsfähig verrohrt und elektrisch auf einen Klemmkasten verdrahtet

Proportionalsteuerung und Regelung des Odoriermittelstromes. Steuerkarten im 

Wandgehäuse aus Metall

Verrohrung der Anlage bis zur Impfstelle. Sonderimpfstelle für Gasleitungen im Erdreich

Odorieranlagen im Schrank mit Sonnenschutzdach sind besonders für Länder mit hohen

Außentemperaturen zu empfehlen
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� Cabinet with sun roof

� Filling from container

� Stand-by vessel

� Installation outdoors

Customer �

System �

Controls �

Options �

Comments �

Odourizing system in cabinet with roof for sun protection

Transgas Portugal

• Diaphragm metering pump with solenoid drive

• Stand-by vessel 350 l volume

• Measuring burette for metering pump calibration

• Float switch for signalling the stand-by volume

• Active charcoal filter in exhaust line

• Flushing device for cleaning the metering pump before doing maintenance work

• Cabinet of stainless steel with lockable doors, drip pan and leakage sensor

• Sun protection of stainless steel for cabinet and container

• Odourant container 2000 l volume

• Micro-flowmeter in odourant injection line for monitoring pump functions

• Unit completely piped-up and wired to terminal box

Proportional open and closed loop control of the odourant volume. P.c.b.’s in wall 

mounted metal housing

Piping the system to the injection point, special injection nozzle for underground gas lines

Odourizing systems in cabinets with sun roof are specially suitable for countries with high

ambient temperatures
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Odourizing system
• Natural gas

• Liquefied gas

• Technical gases
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