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Odorieranlagen L_.IEENWA

* Erdgas pumps+systems

* Fliissiggas
e technische Gase

Odorieranlage OD 7 mit Fiillstandssonde
und Durchflussiiberwachung

Gasversorgungsunternehmen /Belgien

* zwei LEWA Membrandosierpumpen Typ MBH mit Magnetantrieb, eine Pumpe
als Reserve

* Magnetventile in den Druckleitungen der Dosierpumpen

* Messbirette zur Kalibrierung der Dosierpumpe

+ Kleinstmengenmesser in der Odoriermittelleitung zur Uberwachung der Pumpenfunktion

* Flllstandssonde Typ DC 11 mit Auswerte-Einheit Typ FMC 671,
Fiullstandssignal 4 - 20 mA

 Aktivkohlefilter in der Abluftleitung

* Leckagewanne mit Gestell zur Befestigung der Odorieranlage

* Manometer mit Absperrventil in der Druckleitung

* sdmtliche vom Odoriermittel berlhrten Teile aus Edelstahl, Glas und
Kunststoff (PTFE/Viton®)

Proportionalsteuerung des Odoriermittelstromes. Steuerung OKR 7 /ExOT 7 mit integrier-
ter Umschaltung der Dosierpumpen und Magnetventile von der Betriebs- auf die Reserve-
pumpen

die wichtigsten Komponenten der Anlage entsprechen dem LEWA Standard, die Anlage
kann daher sehr variabel den Kundenerfordernissen angepasst werden

das System ist besonders geeignet fiir kleine Odoriermittelstrome bei hohem Gasdruck
(bis 60 bar)
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P> System type OD 7

P> Level indicator
type DC 11

P> Odourant THT

P> Automatic switch over
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stand-by pump
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Odourizing system L.EEWA

¢ Natural gas pumps +systems

e Liquefied gas
* Technical gases

Odorisation system type OD 7 with continuous level indicator
and odourant flow controller

Gas distribution company/Belgium

* Two LEWA diaphragm metering pumps type MBH, with solenoid drive

» Solenoid valves in the discharge line of the pumps

* Measuring burette to calibrate the pumps

* Odourant flow meter type KMM 1

» Continuous level indicator type DC 11 with controller type FMC 671

* Carbon filter in the venting valve

» System assembled on a drip pan with frame

* Pressure gauge in the discharge line

* All wetted parts made of stainless steel, glass and plastic material (PTFE/Viton®)

* Type OKR7/ExOT7 in 19" rack. Automatic control and regulating of the odourant flow,
proportional with the gas flow. Integrated switch over between the pumps

* System recommended for low gas flows with high pressures (60 bar)
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